
range: 
20-39 mm i/d 
(optional from 12,5 mm)

functions: 
bevelling, facing, 
counterboring.

materials: 
any kind of steel. 

power: 
pneumatic/electric.

note: 
machine compact, 40 mm 
clearance makes it perfect for

 

work

 
in boilers and tube wall 

panels.

All units are supplied complete with all gripping segments to cover the full range of the machine. 
Service tools, drawings, instruction manual and warranty certificate are also supplied as standard. Each machine is supplied with a protective carrying case. 

We strongly recommend the use of the GBC portable filter lubricator with all our pneumatic models.

EXAMPLES OF CUTTER BITS

     
 Locking range mm (ø i/d.) 20-39 20-39

     
 idle speed Rpm 210 250 

     
 Torque nm 20 45 

  mm 20 20 
 Feeding stroke mm 20 20 

     
 Pneumatic motor power Hp (W) 0,38 (280) - 

     
 Air consumption cfm 15-18 - 

     
 Air pressure psi 90 -  
   1/ ”  
 Air hose connection inches 1/2” - 

     
 Electric motor power Watt - 670 

     
 Voltage Volt - 110/220

     
 Frequency (cycles) Hz - 50

     
 Max noise level dB 75 75 

     
 Unit weight Kg 4,0 5,0  

 MINI C40     MINI C40 E

Pipe beveler Mini C40, pneuma-
tic version, with 40mm body and 
cutter head for jobs in extremely 
restricted access areas.

Lever handle for feeding the cutter head 
in tight spots where manual feeding
is impossible.

Electric version available with a 
conversion kit to easily change 
pneumatic to electric.

MINI C40 E 

reduced shafts
with a choice of interchangeable 
tops to cover a range

from 12,5 mm to 21 mm i/d.

   Locking
    range (i/d.)
 Shaft mm inches

 12,4 Ø 12,5 - 15 0.49 - 0.59
 13,9 Ø 14 - 18 0.55 - 0.71
 16,9 Ø 17 - 21 0.67 - 0.83
 kit 12,5 - 21 0.49 - 0.83

MINI C40  Range Øi  20-39 mm (0.78”-1.54”)

  GBC portable pipe bevelling machines
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